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AAZ039-CP4

AAZ039-CP4 KIT OF INSERTERS OF OIL-

SEALS OF CP4 PUMPS

The kit is composed of:

• AAZ039-696 Inserter for inner oil-seal on flange 

with 2 oil-seals. Similar 0.986.610.696.

• AAZ039-697 Inserter for outer oil-seal on flange 

with 2 oil-seals. Similar 0.986.610.697.

• AAZ039-698 Inserter for oil-seal on short flange 

with 1 oil-seal. Similar 0.986.610.698.

• AAZ039-0M   Push-tool

• AAZ039-0C Protection cone for oil-seals.

Bosch CP4 pumps have two different types of 

flanges, one long with inside two oil-seals and one

short with only one oil-seal.

In the photo on the right it is possible to see, starting

from left, long flange with inner oil-seal on, then

there is always a long flange with outer oil-seal on 

and finally short flange with oil-seal assembled.

KIT OF OIL-SEAL INSERTERS 

ON FLANGES OF BOSCH CP4 PUMPS
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To insert the inner oil-seal on a long flange with two oil-

seals use inserter code AAZ034-696. Insert the oil-seal on 

its inserter paying attention to fix the oil-seal with its lip

looking inside the flange. We suggest to use our push-tool

to help the assembly.

To insert the outer oil-seal on a long flange with two oil-

seals use inserter code AAZ034-697. Insert the oil-seal on 

its inserter paying attention to fix the oil-seal with its lip

looking outside the flange. We suggest to use our push-tool

to help the assembly.

To insert the oil-seal on a short flange use inserter code 

AAZ034-698. Insert the oil seal on its inserter paying

attention to fix the oils-seal with its lip looking inside the 

flange. We suggest to use our push-tool to help the 

assembly.

When procedding with the pump assembly pay attention to not damage the oil-seal with the grain of the cam-

shaft (photo 1); therefore we suggest strongly to use our protection cone code. AAZ039-0C (photo 2 and 3) .
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